





RECOVIB SUITE SOFTWARE

RECOVIB Android Device RECOVIB
Sensors App Suite PC

MATLAB

RECOVIB B
Feel e . b
4 E
e

RECOVIB
Converter
RECOVIB
Feel App
r—
RECOVIB
Transfer

RECOVIB
Project

2
RECOVIB
Tiny App

RECOVIB
Tiny @

RECOVIB
Viewer

SIGNAL PROCESSING BLOCK DIAGRAM USED IN RECOVIB Feel
ANDROID APP. AND RECOVIB VIEWER
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RECOVIB Feel ANDRrROID APP.
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Streaming mode : Analysis mode

RECOVIB SuITE COMPUTER SOFTWARE
Stream, Record and Analyze real-time vibration data thanks to our RECOVIB Suite SOFTWARE which
includes 4 tools :

RECOVIB Feel
e Streaming real-time vibration data
¢ Recording real-time vibration data

RECOVIB Transfer
e Transfer the Android RECOVIB Projects from your Android devices to your computer

RECOVIB Converter
e Convert RECOVIB measurements into the format of your choice
RECOVIB Viewer
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e Analysis PC Software

e Replay and analyze data taken from RECOVIB Projects in the time and the frequency
domain
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REQUIREMENTS

ANDROID
MINIMUM CONFIGURATION RECOMMENDED CONFIGURATION
Minimum SDK Version : Android 4.4 Target SDK Version : Androidi 7.0
(Kitkat) - API Level 19 (Nougat) - API Level 24
RAM Memory : 2GB RAM Memory : 4GB or more
USB OTG - USB Host USB OTG - USB Host
WINDOWS
MINIMUM CONFIGURATION RECOMMENDED CONFIGURATION
Windows 7 Windows 10
64-bit operating system, x64-based processor 64-bit operating system, x64-based processor

RAM Memory : 4GB (8GB or more for large projects
manipulation)

DirectX10 compatible GPU

RAM Memory : 2GB

ORDER REFERENCE
SENSORS

RECOVIB-FEEL 2G/6G 3-axis logger £ 2g or + 69 range (software selectable)
RECOVIB-FEEL 15G 3-axis logger + 15g range (fixed)

Each logger comes with one magnet and two USB adapters. It is intended to be stored in a specially designed suitcase.

ACCESSORIES

Suitcase for one RECOVIB Feel Sensor

Each suitcase includes a USB key with the software, a screwdriver, and has been designed for storing one sensor (including mag-
net and the two USB adapters).

ANDROID APP.

RECOVIB Feel
Downloadable on your Android devices via Google Play Store free of charge.

COMPUTER SOFTWARE

RECOVIB Suite Computer Software

Available free of charge and delivered inside the suitcase

Downloadable via our website

Automatic updates
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